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Standard dimensions

Schneider Protect 

GKF 12,5mm, 

Lead-lined boards
Lead          width           length

0,5 mm 625 mm 2.000 mm

1,0 mm 625 mm 2.000 mm

1,5 mm 625 mm 2.000 mm

2,0 mm 625 mm 2.000 mm

2,5 mm 625 mm 2.000 mm

3,0 mm 625 mm 2.000 mm

Schneider Protect-SK

Self-adhesive lead strips 

0,50 x 50 x 20.000 mm 

1,00 x 50 x 10.000 mm 

1,50 x 50 x 10.000 mm 

2,00 x 50 x 10.000 mm 

3,00 x 50 x 8.000 mm

Schneider Protect

Self-adhesive lead plates

Thickness: 3,0 mm

Diameter: 25 mm

Further dimensions and 
design are available on 
request.
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Composite Boards with lead

SCHNEIDER produces structural panels with a rear-side 

lead foil lamination for radiation protection and sound 

insulation. These laminated structural panels are easy 

to handle and offer an economic method of separating 

rooms in drywall construction. Gypsum, gypsum fibre 

boards and chipboards are suitable as support materials. SCHNEIDER 

delivers gypsum panels with a lead foil lamination of up to 3 mm. If higher 

lead thicknesses are required, the construction can be produced with a 

double layer of planking. The lead thickness required is oriented on the 

required lead equivalent. The requirements laid down in the Radiation 

Protection Ordinance and the radiation protection plan must be taken into 

account.

Sound Insulation 

Due to their surface weight laminated gypsum panels are capable of 

insulating thin-walled constructions effectively against noise. The measure 

of improvement is dependent on the thickness of the lead and the noise 

flanking path conditions. A gypsum plate with a 1 mm-thick lead sheet 

lamination can, depending on the installation situation, achieved an 

increase in sound insulation of 12dB.

Schneider Protect-SK

As a supplementary product, SCHNEIDER produces self-

adhesive lead strips in order to cover joints. Schneider 

Protect-SK is available in the standard series in material 

thicknesses of 0.50 to 3.00 mm and in a width of 50 mm.

Self-adhesive Lead Plates 

Installing single plank walls in the drywall sector self-adhesive lead plates 

are available. They cover screw heads and nail heads to 

avoid any radiation leak. The standard diameter is 25 

mm. The lead plates' thickness has to correspond to the 

lead sheet being used.


