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Rolled Lead Plates

Manufactured to DIN 59610

Radiation protection material

SCHNEIDER produces lead plates for radiation protection and further
industrial applications. Customers can select thicknesses from 0.80 to
100.00 mm. The width of the lead plates can be up to 1,300 mm. The
standard thicknesses are 5 mm, 10 mm, 25 mm and 50 mm. The cut and the
processing are carried out according to the customer's request. For aesthe-
tic reasons or for reasons of hygiene, lead plates can be delivered with a
colour coating.

Composite Boards

SCHNEIDER also produces lead sheeting as com-
pounds with other metals. E.g. lead plates can be
laminated on one or both sides with aluminum, steel
oder inox. Thus lead sheeting benefit from the
complementary characteristics of the respective material.

Lead Plates according to customer's specifications

Lead plates are frequently used as counterweights.
o Hardly any other material has such as high specific
weight as lead. Even in limited spaces, an extremely
high weight can be achieved using lead, and this at economic prices.
Whether counterweight or bold weight, whether individual pieces or large

quantities - SCHNEIDER will supply you according to your requirements.
Lead plates can be processed according to drawings or samples.

Manufacturing

e Machining (rotating, drilling, milling)

* Metal forming (bending, folding, shaping)

¢ Dead-mould casting and injection die casting
® Pressing

e Gluing

Standard dimensions

5 X 1.000 X 1.000 mm
10 X 1.000 X 1.000 mm
20 X 1.000 X 1.000 mm
25 X 1.000 X 1.000 mm
50 X 1.000 X 1.000 mm

Technical Data

Alloy Pb 99,94Cu
Manufactured to DIN 59610

Melting point: 326°C-327°C
Boiling point: 1725°C

Density

at 20°C 11.336kg/dm3
Heat conductivity

at o°C 34.67 W/mK
at 100°C 33.83 W/mK

Specific electrical resistance
at 20°C 20.65 pOcm

Brinell Hardness Number
HBS 1/1/30: 3.3-4.7
Vickers Hardness
Number1/30: 3.2-4.7

Further dimensions, alloys
and designs on request.

For further information
www.schneider-ass.de
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