oo Schneider

Schneider Color-SK corrugated
Flexible wall and chimney flashing tape

Product information Standard dimension

Schneider Color-SK corrugated is a “pleated”, self-adhesive flashing panel
made of colour-coated lead sheet. The material can easily be moulded due
to the finely structured corrugations, and has high ductility in a longitudinal Standard colours
direction. Schneider Color-SK corrugated can seal roof lines perfectly as a
connection for roof windows, eaves or solar collectors. The diverse colour
hues available allow you to choose a colour matching the respective roof
cladding.

1,30 X 300 X 5.000 mm

brick red
similar to RAL 8004

red-brown

similar to RAL 8012
Product configuration
brown

e Cover film similar to RAL 8019

e Adhesive

black-grey

e Lead sheet similar to RAL 7021

e Colour coating

Further dimensions and

processing colours are available on
request.

The highly-adhesive butyl adhesive layer allows easy and time-saving

processing. The adhesive system is not activated until the cover film is

removed. The subsurface must be stable, dry and free of dust, frost and

. . . . . ] 1rollin a box
grease. It is laid according to the technical regulations issued by the 40 boxes on one pallet

Glitegemeinschaft Saturnblei e.V. for the processing of lead in construction
work, and according to the guidelines on the packaging.

Advantages at a glance

e Rational and economical metal solution

Optimum adhesion through highly-adhesive butyl adhesive layer
e Fasy to mould

High ductility in a longitudinal direction

Stable colour, optical high-quality coating

Highly UV and weather-resistant

For further information
www.schneider-ass.de
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