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VarioShieldPlus

flattened edge

excess end of lead

Radiation Protection Board with overlapping lead

Production Description

Plasterboards laminated with lead
according to DIN EN14190

Type of board:
DIN 18180: GKF
EN 520: DF

Lead Sheets:
Pb99,94Cu according to EN12588
Thicknesses from 0,5 up to 3,0mm

Form of Delivery:
Thickness of Board
12,5mm + Lead Sheet
-1.200 X 625 mm
-2.000 X 625 mm

Further dimensions and types are
available on request.

Area of Application

VarioShieldPlus protects from
medically and technically used
radiation.

The radiation protection board is
installed in space-limited
constructions of x-ray devices to
protect from radiation.

The necessary thickness of the
lead lamination complies with the
requested lead equivalent value.

Characteristics and additional

Economic radiation protection
up to a lead equivalent value of
3mm Pb

Quick protective barrier without
covering horizontal joints with
lead strips

Easy to handle, without
clippings

Less weight, compared with
customary radiation protection

boards

Very good sound insulation
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Examples for installation:

VarioShieldPlus has a front edge with an excess end of lead and a flattened edge. Being easy to handle and quickly in
processing, the radiation protection board offers an efficient radiation protection without installing additional lead strips
to protect the horizontal joints.

T

Glue a somm wide Schneider

< Protect-SK lead strip from floor to
ceiling onto the vertical stator of
the stator frame. The thickness of
the lead strip must be the same as
the lead lamination on the
radiation protection board.

Glue corner profiles made of lead
onto the angles in the same way.
The corner profile can easily be
moulded from a 100mm wide
Schneider Protect-SK strip with
prefabricated bending line.

Screw the first complete board
onto the stator frame. Make sure,
that the excess end is flush with
the flattened edge.

Define the length of the remaining
board and cut the side with the
flattened edge fittingly.
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Begin with the second stator field
from below with the remaining
board of the first stator field.
Assemble all boards this way.

N

=== | The walls protect from medically
and technically used radiation
according to the specified lead
equivalent value.

Standard Dimensions

VarioShieldPlus Schneider Protect-SK

Radiation Protection Board with excess end of lead self-adhesive lead strips

lead thickness width length weight of board lead thickness width length weight of roll
0,50 mm 625 mm 2.000 mm 20,0 kg 0,50 mm 5omm  20.00o0mm 5,7 kg
1,00 mm 625 mm 2.000mm 270kg 1,00 mm 50mm  10.000mm 5,7 kg
1,50 mm 625 mm 2.000 mm 34,2 kg 1,50 mm somm  10.00omm 8,6 kg
2,00 mm 625 mm 2.000 mm 40,0 kg 2,00 mm 50mm  10.000 mm 11,4 kg
2,50 mm 625 mm 2.000mm 48,4 kg 2,50 mm 50mm  10.000 mm 14,3 kg
3,00 mm 625 mm 2.000 mm 55,5 kg 3,00 mm somm  8.000 mm 13,6 kg
small format corner profile with prefabricated bending line
0,50 mm 625 mm 1200 mm 12,0 kg 0,50 mm 100 mm 20.000 mm 10,4 kg
1,00 mm 625 mm 1200 mm 16,2 kg 1,00 mm 100 mm 10.000 mm 10,4 kg
1,50 mm 625 mm 1200 mm 20,5 kg 1,50 mm 100 mm 10.000 mm 17,2 kg
2,00 mm 625 mm 1.200mm 24,8 kg 2,00 mm 100 mm 10.000 mm 22,8 kg
2,50 mm 625 mm 1.200mm 29,0 kg 2,50 mm 100 mm 10.000 mm 28,6 kg
3,00 mm 625 mm 1200 mm  33,3kg 3,00 mm 100 mm 8.000 mm 27,2 kg

Transport and Storage

VarioShieldPlus has to be stored dryly and on an even and stable ground.
The projecting end of a board can be deformed by hitting it or similar. This deformation has to be repaired before
installation.

Assembly

Use screws, sealing strip and extreme pressure additive as being used during installation of standard plasterboards.
The thickness of the lead strip must be as thick as the lead on the used boards.
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